










16 Section 6— Maintenance & Adjustments

Charging Battery
WARNING: Charge battery in a well ventilated area 
and keep away from an open flame or pilot light as 
on a water heater, space heater, furnace, clothes 
dryer or other gas appliances.

If the vehicle has not been put into use for an extended period of 
time, charge the battery with an automotive type 12-volt charger 
for a minimum of one hour at six amps.

Tire Pressure
WARNING: Explosive separation of tire and rim 
parts is possible when they are serviced incorrectly. 
Do not stand in front or over tire assembly when 
inflating.

The recommended operating tire pressure is approximately 
14-18 psi for all tires. Overinflating above recommended tire 
pressure can reduce the life of the tire. Check tire pressure before 
driving the vehicle.

Operator Protective Structure (OPS)
Periodically (at least every six months) visually inspect the OPS 
and seat belt assemblies for damage and loose fasteners. If 
damage is noted, contact your Cub Cadet dealer.

If an accident has occurred which may have damaged the OPS, 
have the OPS thoroughly inspected by your Cub Cadet dealer.

WARNING: To ensure the structural integrity of the 
OPS to provide operator protection, do not attempt 
to straighten or weld the OPS. A damaged OPS 
should be replaced.

If the OPS is removed for any reason, make sure the proper 
hardware is used to reinstall it, and that the recommended 
torque values are applied to the fasteners.

If you are not installing new bolts when replacing or reinstalling 
the OPS, apply Loctite ® 242 to the threads of the bolts that were 
removed. Torque the bolts to 32 to 36 ft. lbs.

Battery
WARNING: The battery produces a flammable and 
explosive gas. Do not smoke near battery. Wear eye 
protection and gloves when handling the battery. 
Do not allow direct metal contact across battery 
posts. The battery is sealed and is maintenance free. 
Acid levels cannot be checked and fluid can not be 
added. 

WARNING: California Proposition 65 Warning: 
Battery posts, terminals, and related accessories 
contain lead and lead compounds, chemicals known 
to the State of California to cause cancer and 
reproductive harm. Wash hands after handling.

IMPORTANT: If removing the battery for any reason, 
disconnect the NEGATIVE (Black) wire from it’s terminal 
first, followed by the POSITIVE (Red) wire. When re-
installing the battery, always connect the POSITIVE (Red) 
wire to its terminal first, followed by the NEGATIVE (Black) 
wire. Be certain that the wires are connected to the correct 
terminals; reversing them could change the polarity and 
cause damage to your engine’s alternating system.

Cleaning Battery and Terminals
Remove battery from vehicle. Always remove negative 1.	
cable first when disconnecting.

Wash battery with solution of four tablespoons of baking 2.	
soda to one gallon of water.

Rinse the battery with plain water and dry.3.	

Clean terminals and battery cable ends with wire brush 4.	
until bright.

Apply petroleum jelly or silicone spray to terminals to 5.	
prevent corrosion.

Install battery. Always install negative cable last when 6.	
connecting.

Jumping Battery
WARNING: Do not attempt to jump start the 
battery. Engine damage will occur to the fuel 
injection computer. 
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Front and Rear Shocks
Inspect the front and rear shocks every 100 hours or once a year 
for oil leakage. See Fig. 6-4. If excessive oil leakage appears, have 
shocks repaired or replaced by your local Cub Cadet dealer.

CV Boots
Inspect CV boots (two on each CV joint axle end, eight total) 
for tears every 50 hours. See Fig. 6-4. If tears or excessive wear 
appear, have boots replaced by your local Cub Cadet dealer.

Ball Joints
Inspect the upper and lower front A-arm ball joints on each side 
of the vehicle and the two tie rod ends for wear every 100 hours 
or once a year. See Fig. 6-5. If excessive wear appears, have ball 
joints or tie rod ends replaced by your local Cub Cadet dealer.

Draining CVT Cover
Drain CVT cover every 50 hours or after driving vehicle through 
more than 12” of water.

Remove CVT cover drain plug. See Fig. 6-6.1.	

Allow water to completely drain out.2.	

Reinstall drain plug, and tighten securely.3.	

Cleaning
The body panels are scratch and impact resistant automotive 
quality ABS plastic. The use of standard car wash soap and 
non-abrasive car wax is acceptable for cleaning the body panels. 
Avoid any abrasive cleaner or rubbing compounds for these will 
damage the body panels. Dry thoroughly to avoid water spots.

WARNING: DO NOT use a pressure washer. 
Damage may occur if direct hose spray comes in 
contact with intake openings, or any other electrical 
components, i.e. at instrument cluster or under 
dash.

Figure 6-4

Shock

CV 
Boots

Figure 6-5

Ball 
Joints

Figure 6-6
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Fuses
Unlatch and lift hood forward to get access to under the 1.	
dash panel.

Remove fuse holder cover. See Fig. 7-2.2.	

Remove the appropriate electrical fuse and replace with 3.	
proper amperage fuse.

Lower and secure hood.4.	

Headlight Bulbs
Raise hood to get access to the headlight assembly.1.	

Turn the bulb/socket assembly approximately a quarter 2.	
turn counterclockwise to align its tabs with the notches of 
the reflector, then remove from the reflector. See Fig. 7-1.

Unplug the wire harness from the bulb/socket assembly.3.	

Plug the new bulb/socket assembly into the wire harness.4.	

Align the tabs of the new bulb/socket assembly with the 5.	
notches of the reflector and insert the bulb. Turn the bulb/
socket assembly clockwise to lock in place.

Lower and secure hood.6.	

Figure 7-1
Figure 7-2
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Wheels
WARNING: Using an unstable lifting device and 
vehicle support may result in bodily injury. Use a 
safe lifting device and supports to work on raised 
vehicle.

Stop the vehicle on a level surface and apply parking brake.1.	

Turn the ignition key to the STOP position and remove the 2.	
key.

Loosen but do not remove the five lug nuts from the axle 3.	
hub. See Fig. 7-3.

Raise rear/front of vehicle with a safe lifting device and 4.	
place support stands under vehicle frame.

WARNING: When lifting the rear of the vehicle for 
any reason, DO NOT engage the rear wheels. Even if 
the 4x4 switch is in the OFF position, there is a 
possibility that the front wheels may engage if the 
rear wheels are spinning fast enough.

Remove the five lug nuts and the wheel. Place new wheel 5.	
on the axle hub and secure with nuts.

Tighten nuts diagonally until snug.6.	

Remove support stands and lower vehicle.7.	

Finish tightening the nuts to 65-75 lb-ft using a torque 8.	
wrench.

Figure 7-3

Changing Brake Pads
WARNING: Using an unstable lifting device and 
vehicle support may result in bodily injury. Use a 
safe lifting device and supports to work on raised 
vehicle.

To gain access to the brake pads, remove the wheel as described 
in the Wheel Section. If less than .030” of material remains on the 
pad, replace.

NOTE: Brake pads must be replaced as a set, ie., right rear and 
left rear.

To change the brake pads, follow the steps below and refer to 
Fig. 7-4.

Remove mounting bolts securing caliper and brake pads to 1.	
brake disc.

Remove brake caliper assembly from brake disc.2.	

Remove brake pads from caliper and replace with new 3.	
pads.

Press in brake piston and place caliper and new brake pads 4.	
into place, making sure brake disc is between the two 
brake pads.

IMPORTANT: When pressing in brake piston, take care not 
to damage rubber piston seal.

Secure caliper and brake pads with mounting bolts 5.	
removed earlier. Torque the mounting bolts to 22 to 26 ft. 
lbs.

Replace wheel as described in Wheel section.6.	

Belts
IMPORTANT: Several components must be removed in order to 
change the vehicle’s belts. See your Cub Cadet Dealer to have 
your belts replaced.

1

2

4

3

Figure 7-4
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* Change at the first 50 hours, then again at 500 hours.

^ Change more frequently if unit is operated in extremely dusty conditions.

† Drain after a deep water crossing (More than 12”).

Maintenance Schedule

Before Each 
Use

First 10 
Hours

Every 50 
Hours

Every 100 
Hrs. or Yearly

Every 500 
Hrs. or 2 Yrs.

Service 
Dates

Check Transfer Case Oil P
Change Transfer Case Oil* P
Tighten Wheel Bolts P
Change Air Filter^ P
Check Engine Coolant Level P
Change Engine Coolant P
Inspect Cooling System Hoses P
Inspect OPS P
Inspect Front and Rear Shocks P
Inspect Ball Joints P
Inspect CV Boots P
Drain CVT Cover † P P

NOTE: For information regarding engine service, see the separate Engine Owner’s Manual included with your unit.
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NOTE: Availability of these accessories are subject to change. Please see your local Cub Cadet service dealer for the latest information 
regarding accessories for your utility vehicle.

Description Description
Horn (Requires Accessory Harness) WInch Rigging Kit

Acrylic Windshield Bench Seat & Seat Cover

Glass Windshield (Steel Cab Component) Poly Canopy

Manual Wiper Kit*** Gun Boot & Mount

Electric Wiper Kit***** Dual Purpose Tires & Black Steel Rims (Set of 4)

Cab Lights, Dome, & Fuse*** Turf Tires & Black Steel Rims (Set of 4)

Soft Roof w/Rear Window Digital Speedometer & Fuel Gauge

Steel Roof (Steel Cab Component) Warn 4000 Lb. Winch (Requires Electrical Accessory Harness)

Soft Doors 22 Cubic Foot Dump Cart

Steel Doors**** Acrylic Folding Windshield

Light Bar (Requires Electrical Accessory Harness) Buss Bar**

Mile Marker 3500 Lb. Winch (Requires Electrical Accessory Harness) Electric Angle (Requires 72” Super Duty Blade)

Hood Rack Integrated Light Bar

Electrical Accessory Harness Tip-Out Glass Windshield & Mirror (Deluxe Cab Component)

Front Receiver Hard Roof & Rear Windshield (Deluxe Cab Component)

72” Super Duty Blade (Manual Angle) Hard Doors (Deluxe Cab Component)

Fog Light Kit Electric Wiper & Lights (Deluxe Cab Component)

Rear View Mirror Heater (Compatible with Diesel and EFI Units Only)

Rear Panel & Head Rests Super Trapp Silencer Exhaust

Bed Mat Super Trapp Sport Exhaust

UV Cover Raised Bed Gates

Electric Bed Lift (Requires Electrical Accessory Harness) Heavy Duty Alternator * (Kohler Engines)

Floor Mats (Set of 2) Reverse Back-up Alarm

Gadget/Grab Bar 14” Aluminum Rims & Off-Road Tires (Set of 4)

AM/FM CD Radio (Requires Electrical Accessory Harness) Deluxe Seat Covers (Set of 2)

12” Aluminum Rims (Set of 4) Signals & Brake Lights

Steel Rear Panel & Sliding Window*** Heavy Duty Bed Liner

Spreader (Requires Electrical Accessory Harness)

NOTE: For parts or accessories, contact your local Cub Cadet dealer. To locate the dealer nearest you call 877-282-8684 or log onto 
www.cubcadet.com.

* Recommended for installing electrical attachments on 18HP & 20HP units

** Recommended for installing multiple electrical attachments

*** Requires Steel Roof; Steel Cab Component

**** Requires Steel Roof & Steel Rear Panel/Sliding Window; Steel Cab Component

***** Requires Steel Roof, Cab Lights, Dome & Fuse, & Glass Windshield; Steel Cab Component
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NOTE: Specifications subject to change without notice.

Engine/Electrical
Make 31HP* Kohler® Aegis EFI

Type/ Cylinders 4 Cycle Gas/ 2 Cylinders

Displacement 748cc

Maximum Torque 45.4 ft. lb. @ 2400 RPM

Ignition Mechanically Controlled

Lubrication Full Pressure w/ Filter

Speed (No Load) 1,000 RPM(idle)/ 4,200 RPM (fast)

Cooling System Liquid

Air Cleaner Heavy-duty replaceable, remote dual 
element

Battery 450 Cold Cranking Amps

Alternator 12 Volt-60 Regulated, 65 Amp

Headlights Two, 37.5 Watt Incandescent

Wiring Automotive - Style Fused Control System

Suspension Front & Rear - Fully Independent Dual A-
Arms with Coil Over Shocks

Transmission
Type Continuously Variable (CVT)

Differential Lock Rear - Standard
Hand Operated
Front - Flip Switch in Dash

Drive Chain N/A

Ground Speed 0-32 mph

Transaxle Fully Enclosed, Oil Bath

Gear Selection Forward Hi-Low, Neutral, Reverse

Overall Reduction Ratio Low 23.8:1/ High 13.4:1

Rear Axle Housing Cast Iron

Features
Rear Hitch Standard 2” Rear Receiver

Dual Cup Holders Standard

Additional Storage Dash Box

Power Port 12V, Dash Mounted

Front Bumper Standard

Front Brush Guard Standard - (Front bumper required)

Electric Bed Lift Optional

Rubber Floor Mats Optional

Horn Optional

Dimensions
Length/ Width 119” x 63.5”

Tread Center F: 52”/ R: 50”

Height (Overall) 78”

Wheelbase 78”

Weight (Including Fuel 
& Fluids)

1,650 lbs.

Ground Clearance
(Under Transaxle)

9”

Ground Clearance
(Under Footboard)

11”

Turn Clearance Circle 22.0 ft.

Bed 51 5/8”L x 42”W x 11 1/2” H

Operation
Brake Type Four Wheel 8” Hydraulic Disc

Parking Brake Hand Operated Mechanical Disc

Steering Rack & Pinion

Fuel System
Capacity 7 Gallons

Low Fuel Indicator Dash Mounted Indicator Light

Capacity
Volume - Cargo Box 14.4 cu. ft.

Cargo Box Capacity 1,000 lbs.

Seating - Capacity/Type 2/ Professional High Back

Towing Capacity 1,400 lbs.

Payload Capacity** 1,400 lbs.

Ground Pressure (Max.)
w/200 lb. Operator Only N/A (Trail Tires)

Fully Loaded Vehicle N/A (Trail Tires)

Cargo Box
Material 16-Gauge Steel

Attachment Rubber Isolated

Tires
Trail Front 25” x 10” - 12”

Trail Rear 25” x 11” - 12”

* As rated by engine manufacturer. ** Includes 200 lb. operator, 200 lb. passenger, and maximum bed capacity.
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Problem Cause(s)

Engine will not start Battery has low voltage.1.	

Loose or corroded battery connections.2.	

Fuse is blown.3.	

Spark plug wire is loose or disconnected.4.	

Faulty spark plug or coil.5.	

No Fuel or improper fuel.6.	

Plugged fuel filter.7.	

Defective starter solenoid.8.	

Open-circuit in wiring.9.	

Engine is difficult to start Engine is cold.1.	

Plugged fuel filter.2.	

Engine oil viscosity too heavy.3.	

Spark plug is fouled.4.	

Faulty spark plug or wire.5.	

Loose or corroded electrical connections.6.	

Stale or improper fuel.7.	

Choke (if equipped) not being used or adjusted properly.8.	

Engine misses under load Faulty spark plug.1.	

Stale or dirty fuel.2.	

Plugged fuel filter.3.	

Faulty coil or wire.4.	

Engine vapor locks Poor quality fuel.1.	

Very hot weather conditions.2.	

Fuel tank vent plugged.3.	

Dirt in fuel filter.4.	

Engine runs unevenly Loose electrical connections.1.	

Choke (if equipped) or throttle cable sticking.2.	

Fuel line or fuel filter plugged.3.	

Stale or dirty fuel.4.	

Improper fuel.5.	

Air cleaner element plugged.6.	

Spark plug is fouled.7.	

Continued on next page
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Problem Cause(s)

Engine overheats Air cleaner element missing or plugged.1.	

Engine oil low.2.	

Engine operated too long at slow engine speed.3.	

Engine knocks Low engine speed.1.	

Stale or low octane fuel.2.	

Engine overloaded.3.	

Engine loses power Engine overheating.1.	

Too much oil in engine.2.	

Faulty spark plug.3.	

Fuel supply being restricted.4.	

Fuel filter plugged.5.	

Fuel line pinched or kinked.6.	

Fuel pump output not adjusted to specification.7.	

Improper fuel.8.	

Air cleaner element plugged.9.	

Starter does not work Loose or corroded connections.1.	

Low battery output2.	

Sulfate or worn-out battery.3.	

Faulty starter.4.	

Starter cranks slowly Low battery output.1.	

Sulfated or worn-out battery.2.	

Engine oil too heavy.3.	

Loose or corroded connections.4.	

Entire electrical system does not work Blown fuse.1.	

Loose or corroded connections.2.	

Sulfated or worn-out battery.3.	

Dead battery Shorted starter solenoid.1.	

Key switch not turned to STOP position.2.	

Sulfated or worn-out battery.3.	

Battery light comes on when engine is 
running

Low engine speed.1.	

Faulty voltage regulator.2.	

Faulty battery.3.	

Faulty alternator4.	

Grounded wire in circuit.5.	

Indicator lights do not come on when key
switch is in START position

Faulty bulb.1.	

Faulty wiring.2.	

Faulty sensor.3.	

Continued on next page
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Problem Cause(s)

Battery will not take a charge Dead battery.1.	

Loose or corroded connections.2.	

Sulfated or worn-out battery.3.	

Fluid level low.4.	

Difficult to shift Gears not lined up. Flip throttle
and let it return to idle. If still hard
to shift, contact your nearest Cub
Cadet dealer.



FEDERAL and CALIFORNIA EMISSION CONTROL WARRANTY STATEMENT

YOUR WARRANTY RIGHTS AND OBLIGATIONS

The California Air Resources Board, the United States Environmental Protection Agency,  and MTD Consumer Group Inc are pleased to explain the evaporative 
emission control system warranty on your 2008 off-road engine and equipment. In California, new off-road engine and equipment must be designed, built and 
equipped to meet the State’s stringent anti-smog standards (in other states, 1997 and later model year equipment must be designed, built, and equipped to meet 
the U.S. EPA small off-road, spark ignition engines).  MTD Consumer Group Inc must warrant the EECS on your off-road engine and equipment for the period of 
time listed below provided there has been no abuse, neglect or improper maintenance of your off-road engine and equipment.

Your EECS may include parts such as the carburetor, fuel-injection system, the ignition system, catalytic converter, fuel tanks, fuel lines, fuel caps, valves, 
canisters, filters, vapor hoses, clamps, connectors, and other associated emission-related components.

Where a warrantable condition exists, MTD Consumer Group Inc will repair your off-road engine and equipment at no cost to you including diagnosis, 
parts and labor.

MANUFACTURER’S WARRANTY COVERAGE:
This evaporative emission control system is warranted for two years. If any evaporative emission-related part on your equipment is defective, the part will be repaired or replaced by 
MTD Consumer Group Inc.

OWNER’S WARRANTY RESPONSIBILITIES:

As the off-road engine and equipment owner, you are responsible for performance of the required maintenance listed in your owner’s manual. MTD Consumer 
Group Inc recommends that you retain all receipts covering maintenance on your off-road engine and equipment, but MTD Consumer Group Inc cannot deny 
warranty solely for the lack of receipts. 

As the off-road engine and equipment owner, you should however be aware that MTD Consumer Group Inc may deny you warranty coverage if your off-road 
engine and equipment or a part has failed due to abuse, neglect, or improper maintenance or unapproved modifications.

You are responsible for presenting your off-road engine and equipment to MTD Consumer Group Inc’s distribution center or service center as soon as the problem 
exists. The warranty repairs should be completed in a reasonable amount of time, not to exceed 30 days. If you have a question regarding your warranty coverage, 
you should contact the MTD Consumer Group Inc Service Department at 1-800-800-7310.

GENERAL EMISSIONS WARRANTY COVERAGE:

MTD Consumer Group Inc warrants to the ultimate purchaser and each subsequent purchaser that the off-road engine and equipment is: Designed, built and 
equipped so as to conform with all applicable regulations; and free from defects in materials and workmanship that cause the failure of a warranted part to be 
identical in all material respects to that part as described in MTD Consumer Group Inc’s application for certification.

The warranty period begins on the date the off-road engine and equipment is delivered to an ultimate purchaser or first placed into service. The warranty period is 
two years.

Subject to certain conditions and exclusions as stated below, the warranty on emission-related parts is as follows:

Any warranted part that is not scheduled for replacement as required maintenance in the written instructions supplied, is warranted for the warranty period 1.	
stated above. If the part fails during the period of warranty coverage, the part will be repaired or replaced by MTD Consumer Group Inc according to subsec-
tion (4) below. Any such part repaired or replaced under warranty will be warranted for the remainder of the period.

Any warranted part that is scheduled only for regular inspection in the written instructions supplied is warranted for the warranty period stated above. Any 2.	
such part repaired or replaced under warranty will be warranted for the remaining warranty period.

Any warranted part that is scheduled for replacement as required maintenance in the written instructions supplied is warranted for the period of time before 3.	
the first scheduled replacement date for that part. If the part fails before the first scheduled replacement, the part will be repaired or replaced by MTD 
Consumer Group Inc according to subsection (4) below. Any such part repaired or replaced under warranty will be warranted for the remainder of the period 
prior to the first scheduled replacement point for the part.

Repair or replacement of any warranted part under the warranty provisions herein must be performed at a warranty station at no charge to the owner.4.	

Notwithstanding the provisions herein, warranty services or repairs will be provided at all of our distribution centers that are franchised to service the subject 5.	
engines or equipment.

The off-road engine and equipment owner will not be charged for diagnostic labor that is directly associated with diagnosis of a defective, emission-related 6.	
warranted part, provided that such diagnostic work is performed at a warranty station.

MTD Consumer Group Inc is liable for damages to other engine or equipment components proximately caused by a failure under warranty of any warranted 7.	
part.

Throughout the off-road engine and equipment warranty period stated above, MTD Consumer Group Inc will maintain a supply of warranted parts sufficient to 8.	
meet the expected demand for such parts.

Any replacement part may be used in the performance of any warranty maintenance or repairs and must be provided without charge to the owner. Such use 9.	
will not reduce the warranty obligations of MTD Consumer Group Inc.

Add-on or modified parts that are not exempted by the Air Resources Board may not be used. The use of any non-exempted add-on or modified parts by the 10.	
ultimate purchaser will be grounds for disallowing a warranty claims. MTD Consumer Group Inc will not be liable to warrant failures of warranted parts caused 
by the use of a non-exempted add-on or modified part.



WARRANTED PARTS:

The repair or replacement of any warranted part otherwise eligible for warranty coverage may be excluded from such warranty coverage if MTD Consumer Group 
Inc demonstrates that the off-road engine and equipment has been abused, neglected, or improperly maintained, and that such abuse, neglect, or improper 
maintenance was the direct cause of the need for repair or replacement of the part. That notwithstanding, any adjustment of a component that has a factory 
installed, and properly operating, adjustment limiting device is still eligible for warranty coverage.

The following emission warranty parts are covered:

(1) Fuel Metering System

	 •  Cold start enrichment system (soft choke)

	 •  Carburetor and internal parts

	 •  Fuel pump

	 •  Fuel tank  

(2) Air Induction System

	 •  Air cleaner

	 •  Intake manifold  

(3) Ignition System

	 •  Spark plug(s)

	 •  Magneto ignition system  

(4) Exhaust System

	 •  Catalytic converter

	 •  SAI (Reed valve)  

(5) Miscellaneous Items Used in Above System

	 •  Vacuum, temperature, position, time sensitive valves and switches

	 •  Connectors and assemblies  

(6) Evaporative Control

	 •  Fuel hose certified for ARB evaporative emissions 2008

	 •  Fuel hose clamps

	 •  Tethered fuel cap

	 •  Carbon canister

	 •  Vapor lines

GDOC-100176 Rev. D



The limited warranty set forth below is given by Cub Cadet LLC with 
respect to new merchandise purchased and used in the United States, 
its possessions and territories, and by MTD Products Limited with 
respect to new merchandise purchased and used in Canada and/or its 
territories and possessions.

For non-commercial use: Cub Cadet warrants this product (excluding 
Batteries, as described below) against defects in material and 
workmanship for a period of two (2) years from the date of original 
retail purchase or lease. 

For commercial uses and applications: Cub Cadet warrants this 
product (excluding Batteries, as described below) against defects in 
material and workmanship for a period of one (1) year from the date 
of original retail purchase or lease.

“Cub Cadet” will, at its option, repair or replace, free of charge, any 
part found to be defective in materials or workmanship.  This limited 
warranty shall only apply if this product has been operated and 
maintained in accordance with the Operator’s Manual furnished with 
the product, and has not been subject to misuse, abuse, neglect, 
accident, improper maintenance, alteration, vandalism, theft, fire, 
water, or damage because of other peril or natural disaster.  Damage 
resulting from the installation or use of any part, accessory or 
attachment not approved by Cub Cadet  for use with the product(s) 
covered by this manual will void your warranty as to any resulting 
damage.

Batteries have a one-year prorated limited warranty against defects 
in material and workmanship, with 100% replacement during the 
first three months. After three months, the battery replacement 
credit is based on the months remaining in the twelve (12) month 
period dating back to the original date of original sale or lease. Any 
replacement battery will be warranted only for the remainder of the 
original warranty period. 

HOW TO OBTAIN SERVICE:  Warranty service is available, WITH 
PROOF OF PURCHASE, through your local authorized service 
dealer. To locate the dealer in your area:

In the U.S.A.

To locate the dealer in your area, check your Yellow Pages, or contact 
Cub Cadet LLC at P.O. Box 361131, Cleveland, Ohio 44136-0019, or 
call 1-877-282-8684,  or log on to our Web site at www.cubcadet.
com.

In Canada

Contact MTD Products Limited, Kitchener, ON N2G 4J1, or call 
1-800-668-1238 or log on to our Web site at www.mtdcanada.
com.

This limited warranty does not provide coverage in the following 
cases:

a.	 The engine or component parts thereof. These items may 	
carry a separate manufacturer’s warranty. Refer to applicable 
manufacturer’s warranty for terms  and conditions.

b.	 Routine maintenance items such as lubricants, filters, tune-ups, 
brake adjustments, clutch adjustments and normal deterioration of 
the exterior finish due to use or exposure.

c.	 Cub Cadet does not extend any warranty for products sold or 
exported outside of the United States and/or Canada, and their 
respective possessions and territories, except those sold through 
Cub Cadet’s authorized channels of export distribution.

d.	 Replacement parts that are not genuine Cub Cadet parts.

e.	 Service completed by someone other than an authorized service 
dealer.

f.	 Transportation charges and service calls.

No implied warranty, including any implied warranty of mer-
chantability of fitness for a particular purpose, applies after the 
applicable period of express written warranty above as to the 
parts as identified. No other express warranty, whether written 
or oral, except as mentioned above, given by any person or 
entity, including a dealer or retailer, with respect to any product, 
shall bind Cub Cadet.  During the period of the warranty, the 
exclusive remedy is repair or replacement of the product as set 
forth above.
The provisions as set forth in this warranty provide the sole and 
exclusive remedy arising from the sale.  Cub Cadet shall not be 
liable for incidental or consequential loss or damage including, 
without limitation, expenses incurred for substitute or replace-
ment lawn care services or for rental expenses to temporarily 
replace a warranted product.
Some states do not allow the exclusion or limitation of incidental 
or consequential damages, or limitations on how long an implied 
warranty lasts, so the above exclusions or limitations may not apply 
to you.
In no event shall recovery of any kind be greater than the amount 
of the purchase price of the product sold.  Alteration of safety 
features of the product shall void this warranty.  You assume the 
risk and liability for loss, damage, or injury to you and your property 
and/or to others and their property arising out of the misuse or 
inability to use the product.
This limited warranty shall not extend to anyone other than the 
original purchaser or to the person for whom it was purchased as a 
gift.
HOW STATE LAW RELATES TO THIS WARRANTY:  This limited 
warranty gives you specific legal rights, and you may also have other 
rights that vary in different jurisdictions.
IMPORTANT:  Owner must present Original Proof of Purchase to 
obtain warranty coverage.

    Cub Cadet LLC, P.O. BOX 361131 CLEVELAND, OHIO 44136-0019; Phone: 1-877-282-8684
          MTD Canada Limited - KITCHENER, ON N2G 4J1; Phone 1-800-668-1238

GDOC-100094 REV. A

CUB CADET LLC
MANUFACTURER’S LIMITED WARRANTY FOR 

utility vehicles


